
REMOTe pole displays
OPT-EPD-7 / OPT-EPD-10  
Boosting Sales and Visibility!
The OPT-EPD is a remote pole display (available in 7” and 8” high models). It’s used as a 
secondary monitor to display sale details as well as vivid eye catching promotional ads and 
graphics to customers at time of checkout. The LCD monitor is windows compatible with a 
high 1024 x 768 pixel resolution 9.7” LED Monitor, enhancing your overall business experience.
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General

MODEL: OPT-EPD-7

Display size: 9.7 Inch

Technical Solution: Displaylink

Interface: USB(Standard),VGA for optional

Resolution: 1024*768

Power Supply: USB  5V

Display Area: 197mm(H) X 148mm(V) (4:3)

Display Type: High Brightness TFT-LCD(Digital-Panel)

Back Light: LED

White Luminance: 450Nite

Response Time: 25ms

Viewing Angle: 350°(Horizontal),60°(Vertical)

Temperature: Operating:-20°C  -°45C

Perspective: 5 to 60 degrees

Optional: Capacitive Touch / VGA Interface

OPTIMA Group

Key Features

Three-section pole for adjusting the height

High Brightness TFT-LCD

Available in 2 sizes 7” and 10” High Models

1024x768  pixel resolution 4:3 color screen

 
Support asynchronous display

USB port communication and take power













Model: OPT-EPD-7 (7 Inch)

MODEL: OPT-EPD-10

Model: OPT-EPD-10 (10 Inch)


